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Description

• compact industrial controller

• accessory for calibration trainer 

RT 304

With the RT 305.01 electronic control-

ler, the function of an industrial control-

ler is verified, and the configuration and

operation are learnt.

The RT 305.01 can be configured as a

signal device, a two-point, three-point or

continuous controller. To do this, the ap-

propriate parameters and the input and

output channels are set in the operating

levels.

Natural ageing and environmental influ-

ences during operation can lead to devi-

ations in control over time. To ensure

precise control in the long term, regular

checking of the output signals is neces-

sary.

For the verification of the output signals,

the RT 305.01 electronic controller is

configured, for example, as a P-control-

ler. The required input variables are fed

into the controller. 

The controller’s output signals are re-

corded using a measuring instrument.

The recorded output signals from the 

RT 305.01 are compared with the the-

oretically expected output signals and

evaluated.

Learning objectives/experiments

• verification of output signals and the

function of an electronic controller

• familiarization with operation:

· operating levels

· parameter level

· configuration level

• configuration of an electronic control-

ler:

· signal device

· two-point/three-point controller

· continuous controller

Specification

[1] industrial electronic controller

[2] compact design

[3] operation and configuration of the

controller, e.g., P-controller

[4] input of input variables

[5] recording of output signals

[6] comparison and evaluation of the re-

corded output signals with the theor-

etically expected output signals

[7] accessory for calibration trainer 

RT 304

Technical data

Controller type: JUMO dTRON 304

• 2 analogue inputs

• 1 analogue output

• 3 relay outputs

 

Input signal:

• 0…20mA

 

Output signal

• 0…20mA

230V, 50Hz, 1 phase

230V, 60Hz, 3 phases

120V, 60Hz, 1 phase

UL/CSA optional

LxWxH: 257x271x152mm

Weight: approx. 5kg

Scope of delivery

1 electronic controller

1 set of cables
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