
gunt
RT 305.10

Tool set

Description

• toolbox with tool set

• mounting control circuit compon-

ents

• accessory for calibration trainer 

RT 304

The RT 305.10 accessories are used to

mount various control circuit compon-

ents at the calibration trainer RT 304.

The following tools are included once

each: set of combination spanners (18

pieces), set of Allen keys (8 pieces), set

of screwdrivers (4x flat head, 2x Phil-

lips), set of open-end spanners (2x

wrench size 27, 2x wrench size 36),

combination spanner (wrench size 19).

A sturdy 3-part toolbox made of sheet

steel is included.

Specification

[1] industrial tools

[2] mounting control circuit components

[3] accessory for calibration trainer 

RT 304

Technical data

Set of combination wrenches

• 18 pieces

• chrome vanadium steel

• wrench size 6…24mm

• jaw position 15°

• ring side angled 15°

 

Set of Allen keys

• 8 pieces

• chrome vanadium steel (nickel-plated)

• ball head on the long end

• width across flats: 2, 2,5, 3…10mm

 

Screwdriver set

• protective insulation according to DIN 

EN 60900

• 4x slotted: 2,5, 3,5, 4, 5,5mm

• 2x Phillips: PH1, PH2

 

Set of open-end wrenches

• jaw position 15°, DIN 894

• 2x wrench size 27mm

• 2x wrench size 36mm

 

Combination wrench

• jaw position 15°

• wrench size 19mm

 

Toolbox

• 3-part

• 0,6mm sheet steel

LxWxH: 500x300x250mm (case)

Weight: approx. 5kg

Scope of delivery

1 case

1 set of tools
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Required accessories

RT 304 Calibration trainer

Optional accessories

RT 305.02 Pressure transmitter, electronic

RT 305.03 Differential pressure transmitter, electronic

RT 305.04 Current-to-pressure converter

RT 305.05 Pneumatic control valve with electro-pneumatic positioner

RT 305.06 Control valve, electric

RT 305.08 Bourdon tube pressure gauge

RT 305.09 Diaphragm pressure gauge
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