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Description

• unit with practical components

for grid-connected usage of solar

electricity

• inverter providing grid control

and maximum power point track-

ing

• modern bidirectional electricity

meter for capture of energy

transferred to and from the

mains grid

• dimmable halogen lamp for exper-

iments under varying electrical

load

Feeding electricity from photovoltaic

modules into the mains grid requires

several special system components.

These components enable conversion

and capture of the solar electricity and

ensure system safety.

The ET 250.01 unit contains these com-

ponents and is conceptualized as an ex-

tension for the ET 250 trainer.

The photovoltaic DC current from 

ET 250 is fed to the input of ET 250.01

via a connection cable. Inside ET 250.01

the DC current passes safety devices

and enters the inverter. The inverter

transforms the DC into AC current. The

inverter with maximum power point

tracker also optimizes voltage and cur-

rent to ensure that the photovoltaic

modules produce maximum possible

power.

The inverter output provides an AC

voltage with appropriate level and fre-

quency to enable feeding into the mains

grid. The amount of fed in electricity is

captured by a modern bidirectional elec-

tricity meter and the own consumtion is

captured by an energy logger.

Comparing electrical power of the DC in-

put and the AC output enables determin-

ation of the inverter efficiency. The de-

pendence of the inverter efficiency on

the total electrical power can be meas-

ured in further experiments.

Learning objectives/experiments

• familiarisation with components from

grid-connected use of photovoltaic

power

• functioning of a circuit breaker and

over voltage protection

• functioning of a grid-connected inverter

with maximum power point tracking

• dependence of the inverter efficiency

on the workload

• function of modern electricity meters

G.U.N.T. Gerätebau GmbH, Hanskampring 15-17, D-22885 Barsbüttel, Telefon (040) 67 08 54-0, Fax (040) 67 08 54-42, Email sales@gunt.de, Web www.gunt.de

We reserve the right to modify our products without any notifications.

Page 1/3 - 03.2025



gunt
ET 250.01

Photovoltaic in grid-connected operation

1 connector for photovoltaic modules, 2 circuit breaker, 3 over voltage protection, 4 invert-

er with maximum power point tracker, 5 halogen lamp, 6 dimmer, 7 fuses, 8 electricity

meter own consumption, 9 bidirectional electricity meter grid feed, 10 grid feed

1 circuit breaker with over voltage protection, 2 inverter with maximum power point track-

er, 3 bidirectional electricity meter grid feed, 4 grid connection, 5 electricity meter own con-

sumption, 6 halogen lamp with dimmer

The illustration shows ET 250.01 together with ET 250 and the artificial light source 

HL 313.01

Specification

[1] extension for the trainer ET 250

[2] electrical components for grid-connected usage of

photovoltaics

[3] practical combiner box with circuit breaker and

over voltage protection

[4] inverter for grid operation with maximum power

point tracker

[5] bidirectional electricity meter connecting to the

mains grid

[6] socket with electricity meter for own consumption

[7] dimmable halogen lamp for experiments under

varying electrical load

Technical data

Circuit breaker

• max. current: 30A

• rated voltage: 1000V

 

Over voltage protection

• leakage impulse current limit: 40kA

 

Inverter for mains grid operation

• max. input voltage: 60V

• MPP voltage range: 16…60V

• nominal power output: 350VA

 

Bidirectional electricity meter

• frequency range: 45…65Hz

• input voltage: 11…400V

230V, 50Hz, 1 phase

230V, 60Hz, 1 phase

230V, 60Hz, 3 phases

UL/CSA optional

LxWxH: 570x320x820mm

Weight: approx. 28kg

Scope of delivery

1 experimental unit

1 set of instructional material
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Required accessories

ET 250 Photovoltaic modules measurements
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